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CODE:    SECTION NO.    SUBCOMMITTEE AMENDMENT NO. R6-1-11  

PROPOSING SUBCOMMITTEE:        CHAIR:                 PHONE:         E-mail:        

DATES OF PROPOSAL:   CCCB PRESENTATION:    CCCB APPROVAL:                       

 

CHECK ONE   Revise section to read as follows:     Delete section and substitute the following: 

 Add new section to read as follows:   Delete section without substitution....    

 

TYPE ALL TEXT IN 12-POINT TIMES NEW ROMAN FONT 

LINE THROUGH TEXT TO BE DELETED (highlight text, under Format, click font and check strikethrough)   

UNDERLINE TEXT TO BE ADDED 

Use additional sheets of the form, if necessary. 

Anticipated impact of code change on cost of construction (CHECK ONE) 

 Increase  Decrease  Negligible  Unknown  

 

 Per 1,000 SF single-family dwelling                       to                       
 Per 1,000SF of commercial building                       to                       

 

JUSTIFICATION OF CHANGE:  

Please reference one or more of the criteria required 

 To address a critical life/safety, health, general welfare need.   

 To address a specific District of Columbia policy or statute  

 For consistency with federal, or with reference to the Metro DC area (MD, VA) codes   

 Address a unique character issue in the District of Columbia  

 Correction of  errors and omissions   

 Other (explain) 
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Delete Section R602.10.1 of the Residential Code in its entirety and add new Section 

R602.10.1 to read as follows:  

 

 R602.10.1.3 Angled corners. At corners, braced wall lines shall be permitted to angle out 

of plane up to 45 degrees with a maximum diagonal length of 8 feet (2438 mm). When 

determining the length of bracing required, the length of each braced wall line shall be 

determined as shown in Figure R602.10.1.3. The placement of bracing for the braced 

wall lines shall begin at the point where the braced wall line, which contains the angled 

wall adjoins the adjacent braced wall line (Point A as shown in Figure R602.10.1.3). 

Where an angled corner is constructed at an angle equal to 45 degrees (0.79 rad) and the 

diagonal length is no more than 8 feet (2438 mm), the geometric component of the angled 

wall parallel to the brace line may be considered as part of either of the adjoining braced 

wall lines, but not both. Where the diagonal length is greater than 8 feet (2438 mm), it 

shall be considered its own braced wall line and be braced in accordance with Section 

R602.10.1 and methods in Section R602.10.2. 


